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ASPHALT:  over base rock.

SANDY CLAY (CL):  brown, fine to medium grained
sand, moist.

SANDY SILT (ML):  brown, very fine to fine grained
sand, moist, clayey.

SANDY CLAY (CL):  brown, very fine to fine grained
sand, moist.

Wet.

SANDY SILT (ML):  brown, very fine to fine grained
sand, wet, clayey.

Drilling Time (start, end) 12:00 - 15:00

Notes:

Grout

Ghilotti AvenueBoring No.

MW Installed:

Drilling Method: 8-in Hollow-Stem Auger
Chips

Drilling Contractor: Clear Heart Drilling, Inc.

MW-08
Logged By: Stephen Knüttel

Auger Depth, ft: 20.5

Y

Checked By:
See Unified Soil Classification System (USCS)
for Legend and information not noted.

Cement

Boring Location:

98.7

Driller's Name: Rick Schnieder
N

Cement Bentonite:

if no, boring backfilled with:

Sampling Method: CMSS

Date (start, end): 2/2/05 - 2/2/05

Total Depth, ft: 21.5

Hammer weight / fall: 140 lbs / 30 inch
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Appendix A
MW-08
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246 Ghilotti Avenue
Santa Rosa, California
Job Number:  01203312.00

Figure:
Ghilotti Construction CompanyEnvironmental Consultants

3645 Westwind Bouevard
Santa Rosa, California  95403
Ph.: 707-546-9461  Fax: 707-544-5769
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CLAY (CL):  gray, minor very fine to fine grained sand,
moist to wet.

SANDY CLAY (CL):  gray, very fine to fine grained
sand, moist to wet.

CLAYEY SAND (SC):  dark gray, very fine to fine
grained sand, wet, silty.

SILTY SAND (SM):  brown to dark gray, very fine to fine
grained sand, wet.

CLAY with Sand (CL):  dark gray, very fine to fine
grained sand, moist.

TOTAL DEPTH = 21.5 FEET
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Lithologic Description and Drilling Comments:
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